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00Разделитель сигнала

Характеристики
Питание 24 В пост. тока 
1 вход 4 выхода тока/напряжения

CZ3383
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Вход

Токовый вход/Входное сопротивление 0~20 мA, 4~20 мA/≤100 Ом

Вход напряжения/Входное сопротивление 0~5 В, 1~5 В/≥100 кОм 
0~10 В, 2~10 В/≥300 кОм

Питание полевого устройства ≥15,5 В/20 мA

Выход

Выходной ток/Сопротивление нагрузки 0~20 мA, 4~20 мA 

Сопротивление нагрузки (токовый выход) RL≤300 Ом

Выходное напряжение 0~5 В, 1~5 В, 0~10 В, 2~10 В

Сопротивление нагрузки (выход напряжения) RL≥2 кОм

Синал неисправности линии и ток При обрыве/коротком замыкании линии мигает сигнальный светодиод, 
а выходной сигнал равен 0 мА.

Основные параметры

Напряжение питания 20~35 В пост. тока

Защита от обратной полярности питания Есть

Потребляемый ток (при 24 В) ≤110 мА

Основная приведенная погрешность 0,1% ВПИ

Дополн. температурная погрешность 0,01% ВПИ/°С

Время реакции (0~90%) ≤0,5 с

Диэлектрическая прочность 1500 В перем./1 мин

Сопротивление изоляции ≥100 МОм; 500 В пост.

ЭМС Соответствует ГОСТ Р МЭК 61326-1-2014

Температура окружающей среды -20°С~+60°С

Применимые полевые устройства 2х и 3-проводные датчики-преобразователи,  
источники тока и напряжения
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Signal Spliter
Features
24V DC independant power supply
1 channle current/voltage input
Multiple channles current/voltage ouput

Input

Output

General Parameters

Input Current/Input Impedance

Power Distribution

0~20mA，4~20mA/≤100Ω 0~20mA，4~20mA/≤100Ω

≥15.5V/20mA

0~20mA，4~20mA
RL≤300Ω

RL≥2kΩ

RL≤300Ω

RL≥2kΩ
When line break/ line shorted, the alarm light flashes and the output is 0mA.

0~5V，1~5V，0~10V，2~10V 0~5V，1~5V，0~10V，2~10V

Output Current
Load Resistance(Current output)
Output Voltage
Load Resistance(Voltage output)

Fault Indicator and Current

Supply Voltage
Power Reverse Protection 
Current Consumption(Supply voltage:24V)

20~35V DC
Support
≤70mA

≥15.5V/20mA

Input Voltage/Input Impedance 0~5V，1~5V/≥100kΩ
0~10V，2~10V/≥300kΩ

0~5V，1~5V/≥100kΩ
0~10V，2~10V/≥300kΩ

0~20mA，4~20mA

20~35V DC
Support

≤100mA
Transmission Accuracy
Temperature Drift
Response Time (0~90%)
Dielectric Strength
Insulation Resistance

0.1%F.S.
0.01%F.S./℃

≤0.5s
1500V AC;1min

≥100MΩ; 500V DC

0.1%F.S.
0.01%F.S./℃

≤0.5s
1500V AC;1min

≥100MΩ; 500V DC
EMC Standards
Ambient Temperature
Suitable Field Apparatus

GB/T 18268(IEC 61326-1)
-20℃~+60℃

GB/T 18268(IEC 61326-1)
-20℃~+60℃

2-or 3-wire transmitter,  current source,  voltage source2-or 3-wire transmitter,  current source,  voltage source

CZ3383.11

CZ3383.13
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Signal Spliter

RL≤300Ω

RL≥2kΩ

0~5V，1~5V/≥100kΩ
0~10V，2~10V/≥300kΩ

0~20mA，4~20mA/≤100Ω

≥15.5V/20mA

When line break/line shorted, the alarm light flashes and the output is 0mA.

0~20mA，4~20mA

0~5V，1~5V，0~10V，2~10V

20~35V DC
Support

≤110mA
0.1%F.S.

0.01%F.S./℃
≤0.5s

1500V AC;1min
≥100MΩ; 500V DC

GB/T 18268(IEC 61326-1)
-20℃~+60℃

2-or 3-wire transmitter，current source ，voltage source 

Input Current/Input Impedance
Input Voltage/Input Impedance

Power Distribution

Input

Output Current
Load Resistance(Current output)
Output Voltage
Load Resistance(Voltage output)
Fault Indicator and Current 

Output

General Parameters
Supply Voltage
Power Reverse Protection 
Current Consumption(Supply voltage:24V)
Transmission Accuracy
Temperature Drift
Response Time (0~90%)
Dielectric Strength
Insulation Resistance
EMC Standards
Ambient Temperature
Suitable Field Apparatus
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ConnectionDimensions
22.5 мм99.0 мм
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Features
24V DC independent power supply
Signal spliter(1 input,4 output)
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